

 


Aquatic Facility Depth Markings

Checklist
Code of Practice (Aquatic Facilities) – Section 2.12 Depth Markings

	Clause
	Specific Detail
	Complies (Y/N)
	Comments

	2.12.1 General Requirements
	Permanent 

	
	

	
	Colour contrast to background


	
	

	
	Intervals ≤ 7.5m


	
	

	
	Readily visible upon entry


	
	

	2.12.2 Location
	Near all designated entry points


	
	

	
	Not directly over step entries

	
	

	
	Indicate max water depth


	
	

	
	Indicate min water depth


	
	

	
	Irregular shape water bodies –water depth all major deviations 


	
	

	
	Pictorial sign displayed where sudden change in water depth


	
	

	
	Close as practicable to corners -
square/rectangular pools 


	
	

	
	Around outside water body surfaces; where patrons may access e.g. concourse/deck/hob/header

	
	

	
	Around inside vertical water body surface above water line


	
	

	
	Inside vertical surface N/A when water level < 125mm below concourse/coping deck/header

	
	

	
	Inside DM correspond to outside DM (where possible)

	
	

	2.12.3 Dimensions
	Min height = 90mm


	
	

	
	Height to width ratio = 3:1


	
	

	2.12.4 Spa Pools = Sect 9 of Code = AS 2610.1-1993
	Clear & legible

	
	

	
	Locate ≤ 450mm of waters edge

	
	

	
	Intervals ≤ 7.5m

	
	

	
	Locate evenly around perimeter

	
	

	
	Min No. of depth markings = 2
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