	Swimming Pool Final Assessment

Name: 









File:
Address/location:

Classification – Group


Assessment Date:   

	Code
	Item
	Additional information
	            Comment         

	Reg 8 
	EDPH Construction Approval 
	Date:



Folio:
	

	2.5

2.13.2
	Colours 


	Pool floor finished in light colour
Contrast colour for depth markers, stairs, steps, landings, seats etc.   


	Complies
Complies

	2.12.1


	Depth markings 


	Clearly visible, Located at regular intervals around pool

State type of marking:

Glazed tiles on pool walls/glazed tiles on concourse/Painted on walls/Painted on concourse.


	Complies

	2.12.3

2.12.1
	Depth Markings 
	Dimensions – no less than 90mm high

Spacing No more than 7.5 metres between markers


	Complies
Complies



	2.10
	Pool floor slope

	Less than 12.5m long – has an even floor slope

More than 12.5m long – gradient less than 1:15


	Complies

	2.11
	Starting Platforms - 


	Minimum Water Depth:  

Pool must be more than 1200 mm deep 
	Complies

	2.13.1
	Access / Egress


	Access required where pool is more than 600 mm deep

Stairs, steps, ladder, swim-out, seats, landings, ramps, beach entry


	Complies

	2.13.1
	Hand Rails 
	Required where steps or stairs


	Complies

	2.13.2
	Dimensions 
	Swim-outs, seats, landings – maximum 600mm Width


	Complies

	2.13.2
	Stair Step Dimensions 
	Pools less than 12.5 metres: tread min 200mm – riser max 300mm

More than 12.5 metres: tread min 30 mm – riser max 250mm


	Complies

	
	VENTILATION 
	Minimum 10 litres / person or total floor area 
	Complies

	2.17
	Concourses & Walkways
	Flat non-slip surface, graded to drain away from the pool. Minimum 1000mm 
Method of drainage:

· Floor wastes

· Grassed areas

· Garden areas not to have run-off water into pool

	Complies

	2.18
	Fencing & Security
 
	Group 1 & 2 – deter unauthorised access when not in use.  

Group 3 & 4 Complies with AS1926


	Complies

	2.16
	Overhead Lighting 



	Group 1 & 2 = 80 lux
Group 3 & 4 = 30 lux
Lighting must be arranged to minimise glare.

Pool decks must be illuminated to a distance of at least 3 metres from pool.

Glare Control required
If pools are not to be used at night sign “ No Use of Facility Allowed After Dark” 100 mm high at all pool area access points.   
Underwater Lighting

To be provided for diving AS 2560.2.5  

	Complies

	2.19 
	Separation Distances 
	Toddler pools not to be close to deep areas of other pools unless barrier erected


	Complies

	2.20
	Sanitary facilities 


Toilets

(1:40F/1:60M)

Showers
(1:40F/M)

Hand Basins(1:60F/M)

Urinal
(600mm:60M)
	Calculation for Number of Bathers:

No. of Bathers
= 1 Person per 2.3 sqm



= Pool area/2.3 sqm

Note BCA requirements for sanitary facilities for disabled persons.

NOTE:
Separate facilities are not required in Group 4 

Within 90- metres of pool

	F         WC     HB

M       WC     U   HB  

Showers:

F       M   

Disabled Unisex 

Complies

	2.22
	First Aid equipment

Group 1 
	Separate room or place

Equipped with:

· CPR (Resuscitation) Notice
· Examination couch
· Hand wash basin with reticulated potable water

· Communication system (phone + emergency numbers)

· 1 GPO

· Work bench 
· Washable flooring

· First aid supplies & equipment


Resuscitation equipment

· First aid kit

· Spinal Board & extrication collars

· Pillows & blankets

· Pocket mask & disposable gloves

· Stretcher

	Complies

	2.22
	First Aid equipment

Group 2 & 3  
	Separate room or place

Equipped with:

· CPR (Resuscitation) Notice
· Hand wash basin with reticulated potable water

· 1 GPO

· Washable flooring
· First aid supplies & equipment

· First aid kit

· Pillows & blankets

· Pocket mask & disposable gloves

· Stretcher

	Complies

	2.22
	First Aid equipment

Group 4  
	CPR (Resuscitation) Notice displayed in a prominent location near the pool

First aid equipment not required


	Complies

	2.22.2
	First aid signage 
	Required within pool area and at the first aid room
	Complies

	2.28
	Electrical System
	Electrical system to comply with requirements of AS 3000. 

Plantroom switchboards must be on 75mm high plinth
AS 3000 equipotential bonding all metal objects with any dimension over 100mm in areas likely to be wet and contacted 


	Complies

	2.21 
	Back wash disposal 
	Backwash water disposed of away from pool.

Disposal method approved by the Local Government EHO.

Storm water soakwell, Leach drains, Effluent Pond, Sewer

	Complies

	2.24
	Rescue Equipment
	G1, 2,& 3 pools must have rescue equipment.  

Reaching poles, throw ropes or bags etc.  


	Complies

	2.25
	Safety Signage 
	All facilities must have signage that details acceptable behaviour and other safety rules


	Complies

	2.29
	Lightning Protection
	Comply with AS 1768 
	

	3.2 
	Water Return
	Less than 450 M2 – 2 surface skimmers

More than 450 M2  - Perimeter overflow, more than 50% perimeter 
	Complies

	3.2.2

3.2.3
	Water Inlets 
	Wall Inlets, no moiré than 2.5cm from wall

Floor Inlets - flush
	Complies

	3.2.6
	Entrapment
	No entrapment for limb, body or hair.

Main drain outlets less than 300mm wide must have anti vortex grate.  
	Complies

	3.4.2
	Filters
	Filter vessels must permit regular inspection

Cleaning/backwash facilities

Pressure gauges, instrumentation

Clearly identified details, Make, Model, Filter area, Pressure Rating, Low pressure flow rates 

Pipe function labels

Must be able to be isolated from circulating systems for repairs etc.  

Backwash sight glass required

Cartridge filters require wash down area
	Complies

	3.5
	Uncovered gravity & cartridge filters 
	Must have pre filter chlorination.  
	Complies

	3.6
	Electrolytic Salt Chlorinators
	Must be downstream from filters

Linked to circulating pump to ensure chlorination only while water circulating.  


	Complies

	4.1
	Chemical Safety 
	Installations must comply with Dangerous Goods Safety Act 2004 & Dangerous Goods Safety (Storage and Handling of Non-explosives) Regulations 2007.  
	Complies

	
	Disinfection system


Circulation system
Reg. 9(3)(b)
	Filtration system is fitted with disinfection system approved by EDPH.

(ie:
ORP monitored automatic disinfection injection system).

System to be installed such that chlorine is injected prior to filter.


	Complies

	
	Heating circuit
Reg. 8
	Heating system does not form a by-pass to the filtration system.


	Complies

	5.4
	Pool test kit
	Premises are equipped with approved water testing kit.

Approved Types:

· Lovibond Comparator

· Palintest 2000 Comparator

· Hach Dr 100

· Palintest photometer kits – 5000, 6000 & 7000

	Complies

	5.4
	Testing Regimes
	Group 1 – every 4 hours

Group 2 – 3 times per day

Group 3 – 2 times per day

Group 4 – Once per day
	Complies

	
	Top up / Make up water
	Top up water introduced prior to filter:

Eg:  Into balance tank or skimmer box
	Complies

	
	
	
	


Classsifications

	Group
	
	Tech Operator in attendance
	Supervision  Emergency Care

	1
	General public fee.  Aquatic centres, water slides/parks.

	Yes
	Full supervision & Care

	2
	Schools, learn-to-swim centres, learn-to-dive pools, nursing homes, hospitals & hydro/physio pools.

	No
	Full supervision & Care

	3
	community/swimming groups, hotels, motels, resorts, serviced apartments, caravan parks, health clubs, mine sites, recreational camp-sites,

lodging houses, staff/student accommodation adult only

	No
	No Supervision
Care within a reasonable time

	4
	small temporary accommodation; B&B, farm-stay, permanent/semi-permanent residential developments with 30 units.  Only  – No non-residential/ member access.   

	No
	No Supervision
No Care on site
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